




	 Programmable work  
	 clamps increase sheet  
	 utilization by up to 5,5%  
	 on a 3 x 1,5m sheet

Programmable and Re-locatable Clamps
Automating work clamp movement between jobs and during  

a punching cycle reduces setup time and increases productivity.  

The Strippit V/VX-Series features three programmable and  

relocatable work clamps with sheet pull out sensors as 

standard. Work clamps automatically position and can be  

automatically relocated during the program for total sheet  

utilization and beneficial material savings. Programmable 

work clamps never require manual adjustment. 

Smart Clamp™
Smart Clamp™, another standard Strippit V/VX-Series 

feature, automatically determines exact clamp locations to 

provide the smallest possible no punch zones in combination 

with the selected tool station.

key features

Complete  
Sheet  

Utilization

www.lvdgroup.com

Punch up to 85 mm from 
the edge of the sheet for 
full sheet usage.
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Integrated Fanuc Control  
& Motor Drive Package
All Strippit punch presses are equipped with an integrated 

Fanuc motor drive and control package for full control of  

the punching process. The control allows the machine 

operator to edit, input or output programs during machine 

operation to reduce setup and improve productivity. The 

Strippit V/VX-Series features direct-drive AC servo motors  

for fast acceleration and dynamic operation.

Brush Bed Design
Strippit V/VX-Series machines feature a full bristle bed 

construction ideally suited for processing of scratch-sensitive 

materials. The bristle bed configuration also minimizes 

punching noise levels.

Frame Construction
Strippit punch presses feature a robust, closed-welded frame 

construction for high stability, speed and punching accuracy. 

Work Chute
For the removal of smaller piece parts, Strippit V/VX-Series 

machines are equipped with a programmable parts removal 

chute. Parts up to 450 x 500mm can be evacuated from the 

sheet into a parts bin directly under the machine table or to 

an optional bin-sort system.

Offline Programming
LVD’s optional CADMAN® software package offers the ideal 

solution to quickly prepare and execute offline programs and 

integrate production processes for greater productivity. 

Edit, input or output programs 
during machine operation



Enhance the efficiency of a Strippit V/VX-Series machine with a 

modular automation solution designed to eliminate up to 80% 

of manual sheet handling and increase productivity up to 50%. 

Automation options are retrofitable or factory installed.

Automatic load/unload
A patented automatic load/unload system reduces manual 

worksheet handling time as much as 80% and provides efficient 

processing of materials up to 3,5 mm. The compact, space-

saving design loads and unloads material from the same side 

of the machine.

Compact Tower (CT-P)
A Compact Tower (CT-P) 6 or 10 pallet provides full capabilities 

for loading, unloading, and storage of raw material and finished 

parts, enabling automated production from stored raw material 

to stacked finished parts.

Pick-Sort robotic system
A robotic Pick-Sort material handling system converts a  

Strippit V/VX-Series machine into a freestanding, lights-out 

production cell. Machine and robot are integrated for  

maximum productivity.

key features

Modular 
Automation

www.lvdgroup.com

Load/unload system features full brush  
table for reduced part scratching.

Pick-Sort system loads full size sheets 
and automatically retrieves and stacks 

individual punched parts.
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Strippit V/VX-Series 

Specifications
		  Strippit V30-1225 	  Strippit V30-1525	 Strippit VX-1225	 Strippit VX-1525 

Punching Specifications

Maximum Punching Capacity	 300 kN 	  300 kN 	 200 kN	 200 kN

Max. Material Thickness	 6,35 mm	 6,35 mm	 6,35 mm	 6,35 mm

Punching Accuracy	 ± 0,1 mm	 ± 0,1 mm	 ± 0,1 mm	 ± 0,1 mm

Maximum Hit Rate at 2 mm Working Stroke (1)			 

    1 mm Pitch	U p to 1000 HPM	U p to 1000 HPM	U p to 920 HPM	U p to 920 HPM

    25 mm Pitch	U p to 425 HPM	U p to 425 HPM	U p to 530 HPM	U p to 530 HPM

Feed Clearance	 25 mm	 25 mm	 25 mm	 25 mm

Nominal Workpiece Size (2)	 1250 x 2500 mm	 1524 x 2500 mm	 1250 x 2500 mm	 1524 x 2500 mm

Table Type Capacities					   

	 Brush Table (3)	U p to 150 kg	U p to 150 kg	U p to 150 kg	U p to 150 kg

	 Combo Ball/Brush (3)	U p to 150 kg	U p to 150 kg 	 N.A.	 N.A.

Fully Programmable  	 450 x 500 mm	 450 x 500 mm	 450 x 500 mm	 450 x 500 mm 
Work Chute (X,Y)	

Clamps	 3 CNC relocatable 	 3 CNC relocatable	 3 CNC relocatable 	 3 CNC relocatable

		  Part pull out 	 Part pull out 	 Part pull out 	 Part pull out		
		  sensing standard	 sensing standard	 sensing standard	 sensing standard

Maximum Clamp Spread	 2300 mm	 2300 mm	 2100 mm	 2100 mm

Turrets

Turret Configuration	 48 Stations	 48 Stations	 48 Stations	 48 Stations

Turret Layout (all models)	 24 - 12,7 mm A Size / 16 - 31,7 mm B Size / 4 - 50,8 mm C Size / 4 - 88,9 mm D Size

Auto-Index Stations	 4 - 88,9 mm D Size	 4 - 88,9 mm D Size	 4 - 88,9 mm D Size	 4 - 88,9 mm D Size

Angular Positioning Accuracy	 ± 0,05 degrees	 ± 0,05 degrees	 ± 0,05 degrees	 ± 0,05 degrees	

Axes Traverse Speeds	U p to 128 m/minute	U p to 128 m/minute	U p to 161 m/minute	U p to 161 m/minute 	
		  combined 	 combined	 combined	 combined

Electrical Power Consumption

Average Power  
Consumption, approx. 	 6,7 kW	 6,7 kW 	 6,7 kW 	 6,7 kW 	

Standby Operation, approx. 	 0,9 kW	 0,9 kW 	 0,9 kW 	 0,9 kW 	

(1) Material thickness + tip recess + die penetration 
(2) Larger workpiece sizes handled with clamp reposition 
(3) at a reduced feed rate



JOINT VENTURES
LVD-HD
Huangshi City, 
Hubei Province, China

SUBSIDIARIES*
LVD BeNeLux nv
Gullegem, Belgium

LVD do Brasil Ltda.
Joinville, Brazil

LVD GmbH
Lahr, Germany

LVD Italia s.r.l.
Parma, Italy

LVD Korea
Inchon City, Korea

LVD Pullmax Limited
Oxfordshire, United Kingdom

LVD Malaysia Sdn Bhd
Shah Alam, Malaysia

LVD Polska Sp. z.o.o.
Kedzierzyn-Kozle, Poland

LVD S2/S3
Tornala, Slovakia

LVD s.a.
Raismes, France

LVD-Strippit Shanghai Co. , Ltd.
Shanghai, China

LVD Thailand Limited
Bangkok, Thailand

Magal LVD India Pvt. Ltd
Bangalore, India

P.T. LVD Center
Jakarta, Indonesia

www.lvdgroup.com

In other countries LVD products are distributed by 
agents. For full address details of your local subsidiary 
or agent, please visit our website: www.lvdgroup.com

HEADQUARTERS
LVD Company nv
Nijverheidslaan 2 

B-8560 GULLEGEM 
BELGIUM 

Tel. +32 56 43 05 11 
Fax +32 56 43 25 00 

E-mail: marketing@lvd.be

Strippit Inc.
12975 Clarence Center Rd. 

USA-AKRON NY 14001 
UNITED STATES 

Tel. +1 716 542 4511 
Fax +1 716 542 5957 

E-mail: marketing@strippit.com
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